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 Clean walls and remove shower head, faucet and handles.  Remove all silicone around the bath-

tub.  This installation system is the same for shower walls.  The only difference is to cut the PVC 

Dekomuro panels to the wall sizes.  DEKOMURO wall system can be install on existing walls or 

T

ICA Group Copyrights 



 2 

By determining the center line it’s important to ensure that the two PVC panels  

installed later in the process on the back wall, will be of equal width dimensions.   
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Measure the back wall 

and find the top center.  

Measure the back wall 

and find the bottom cen-

In most cases,  perpen-

dicular walls, are not 

square meaning that 

measurements from the 

top and the bottom will 

be different. 

Finding the center line 

at the top and bottom 

will ensure the applica-

tion of the IFDT 

(Industrial Foamed 
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The use of the “IFDT” (Industrial Foamed Double Tape) is one of the “Innovations” for installing wall 

panels without the use of any adhesive.  It accelerates the complete installation process without the 

needs to brace walls and the 1/8” thick foamed portion of the IFDT reduces the unevenness of the 

TM 

ICA Group Copyrights 

Stick the 1” width 

IFDT tape. 

Make sure to align 

the top and bot-

tom part of the 

tape with your 

center marks from 

Step 2. 
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The “Innovative” Corner Molding (2 pieces) is at the heart of the Dekomuro System.  This molding 

resolves the major perpendicular un-square walls problem thanks to the 45 degree angle in the 

moldings  “L” shape. It also give up to 3/4” tolerance for adjusting panels straightness.  The 
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On the back side of 

the Corner Mould-

ing  (larger “L” 

piece), remove the 2 

protective skins of 

the 1/4” width IFDT 

back side and ad-

here to the perpen-

dicular walls.  Start 

from top to bottom. 

Repeat the same 

operation on the 

other corner.   

Remove 
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 IFDT strips are added to create a stable backing for the incoming PVC walls.   

Spacing between IFDT strips should not exceed 16” (center).    
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Install 6 more strips of 

the IFDT  to the back 

wall (2) and the side 

walls (2 each side), 

same as in step 2.  For 

the back wall, measure 

from the corner mould-

ing to the “IFDT” in-

stalled in the center (1).   

For the 2 side walls, 

install one strip of the 

IFDT at 1/4” inside of 

the edge of the outside 

walls  (2), then find the 

center line between the 

corner moulding and 

the edge IFDT strip to 

adhere the last IFDT 

strips (3).  

1 1 

2 2 

3 

2 

3 
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DEKOMURO panel size is 36.8” W x 102.1”L.  Cutting might be necessary to adjust for wall size in width 

and length.  For example, with a 5’ bath, the panel will need to be reduced by 6” each in the width.   Pay 

attention to each panel side to ensure that you keep the tongue and groove profile that will secure both 

back panel in the next steps.  Our patented corner molding allow for some tolerance (up to 1/2”).  The 
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After PVC Panels are 

being cut to size (if 

needed), install the first 

panel.   

Remove the protective 

skin of the IFDT strip in 

the center and the cen-

ter left.  Remove the 

protection skin off the 

corner molding, on the 

right side where the 

panel will lay. 

Align the right side of 

panel with the middle 

of the center IFDT strip.   

Then push the panel 

back against the wall 

until reaching the cor-

ner molding. It is im-

portamt that the panel 

reach at least 50% of 

the IFTD in the molding 

but do not obstruct the 

middle insert of the 

corner molding. 

Remove 

Middle in-

sert not to 
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DEKOMURO System IFDT is extremely strong with a quick bonding and when panel stick on the tape, it 

might be difficult to move or completely remove the panel for adjustment.  An option to slow the bond-

ing from overly sticking is the use of a window cleaner with ammoniac spray making the surface of the 

tape less sticky.  We don’t recommend that this option be use on all IFDT strips because the panel will 

not hold on the wall.   Ideally, we suggest using this option only with center strip, when needing more 

adjustment until panels are pushed back to the middle and corner molding IFDT.   The sprayed solution 
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As in Step 6, remove 

protective skin of the 

IFDT strip in the center 

right.  Remove the pro-

tection skin of the cor-

ner molding , on the left 

side where the panel 

will lay. 

Spray on the remaining 

center tape some win-

dow cleaner to facilitate 

the adjustment of the 

panel. (see below).  In-

sert the tongue and 

groove profile into the 

first panel.   

Then push the panel 

back against the wall 

until reaching the cor-

ner molding. It is impor-

tamt that the panel 

reach at least 50% of 

the IFTD in the molding 

but do not obstruct the 

middle insert of the cor-

ner molding. 

Remove 

Middle in-

sert not to 
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As in Step 5-6, re-

move protective skins 

of the IFDT strips in-

cluding the right side 

of the corner molding 

where the panel will 

lay. 

Spray some window 

cleaner on the outsie 

tape to facilitate the 

adjustment of the 

panel.    

Align the PVC panel 

straight with the out-

side edge of the wall. 

Then push the panel 

back against the wall 

until reaching the 

corner molding. It is 

importamt that the 

panel reach at least 

50% of the IFTD in 

the molding but do 

not obstruct the mid-

dle insert of the cor-

ner molding. 

Remove 

Middle in-

sert not to 

In the case of a perpendicular wall on the right edge of this side wall, it is im-

portant that the PVC Panel align perfectly with the perpendicular wall edge.  For 

this step, with the option to use the window cleaner solution, it should be used on 

the IFDT strip close to the edge of the perpendicular wall, keeping the middle and 
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Similar to the last steps 

but this panel requires 

more attention.  Cuts 

are needed to create 

openings  for the 

plumbing pipe. 

Remove protective 

skins of the IFDT strips 

including the left side 

of the corner molding 

where the panel will 

lay. 

Align the PVC panel 

straight with the out-

side edge of the wall. 

Then push the panel 

back against the wall 

until reaching the cor-

ner molding. It is im-

portamt that the panel 

reach at least 50% of 

the IFTD in the mold-

ing but do not obstruct 

the middle insert of the 

corner molding. 

Remove 

Middle in-

sert not to 

Cutting holes in the PVC Panel is easy, but the measurement where to cut the holes 

are important. Take all measurements for the openings from the outside edge of 

the panel, opposite of the back wall and the top surface of the bath.  Position on 

the PVC panel the measurements from the side that is not connected to the corner 

molding and the bottom of the panel.  You can use a hole saw (door or jig saw).  
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The length of the 

moulding may need to 

be cut prior to  installa-

tion to make sure mold-

ing fits tub area. 

Remove the 2 blue skin 

layers of the  IFDT from 

the “V” shape top cor-

ner moulding.   

From the bottom part of 

the wall corner, align 

and click in the top “V” 

molding to the back 

corner molding by tap-

ping gently with a rub-

ber mallet.  The top 

molding will be very 

tight against the PVC 

panels and the IFDT 

bonding strength will 

complete the 100% wa-

tertight process. 

The second piece of the  “Innovative” Corner Molding (2 pieces) is at the heart of the Dekomuro 

System.  The top part of the Corner Molding click tightly to the back part and with the addition of 

2 IFDT strips, the wall corner becomes 100% watertight.  The Dekomuro Corner Molding embel-
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The DEKOMURO edge 

trim molding can be 

used as a “U” molding 

fitting tightly over 

the edge of the pan-

els for a nice finishing 

touch, or as a “F” 

molding when the 

edge of a panel meet 

a perpendicular wall. 

This versatile molding “F” or “U” complete beautifully the edge of Dekomuro.  It can be glued 

with MAST Super Glue, ICA exclusive water and humidity proof super-glue, or secured using sili-

cone caulking.  

The “F” Molding be-

comes a “U” when 

stripping off the “F” 
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DEKOMURO offers a quick and economical solution thanks to its innovative installation system 

and 100% watertight corner molding.  The DEKOMURO PVC panels resist mold and are easy to 

clean. 

The last step is to re-

installed the shower 

heads , knobs and 

bath faucets. 

Adding caulking sili-

cone beads between 

the DEKOMURO Pan-

els and the bath. 
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Inside a glass aquarium, the DEKOMURO System was installed to 

prove the 100% water-tight statement.  Still if this test as no rela-

tion for the intended common uses of the DEKOMURO wall and 

installation system, the goal was to confirm that the DEKOMURO 

Wall Corner Molding Innovation works as intended. In this test, 

the DEKOMURO wall systems will be subjected to complete sub-

merged walls.  In reality, the bath or shower surround walls are 

never submerged, and water run-down the wall instead of creat-

ing a lateral pressure against the walls and moldings. 

At first, inside a glass aquarium, 3 DEKOMURO walls panels are at-

tached with the Innovative water-tight 2 pieces Corner Molding.  Then a 

Plexiglas panel completed the 4th enclosed wall square, to unable peo-

ple to view the experiment.  

All corner moldings of this square model are part of the exclusive in-

novation ICA Group has developed to install walls, which will change 

old concepts and revolutionirized the way bath and shower surround 

panels are installed, accelerating labor time and waste of materials. 

After sealing the bottom part with silicone caulk, 2 gallon of water was 

dropped inside the wall square.   Over 30 days has passed and the 

system proved it’s effectiveness.   

The ICA Group / DEKOMURO Wall system are proud to offer the best 

and quickest installation wall system with no waste, and PVC wall du-

rability that includes this innovative and easy-to-install 100% water-

tight corner moldings.   
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2x  IFDT to stick to the wall 

2 x IFDT to adhere the panel 2x  IFDT to stick to the panel 

Tap in top molding to lock 

Patent Pending 


